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Special Vehicle Specification



HD72 HD120

← ←

STD Sleeper

5,235 ← 5,345 5,900 7,635 ← ← 9,080 ←

2,000 ← 2,060 2,255 2,495 ← ← 2,495 ←

2,315 ← 2,290 2,655 3,100 ← ← 3,220 ←

3,100 ← 3,200 3,400 4,820 ← ← 5,220 ←

1,860 ← 1,900 2,060 2,300 ← ← 2,300 ←

290 400 385 480 915 1,100 1,370 1,305 1,700

1.67㎥ 2.3㎥ 2.34㎥ 3.34㎥ 10㎥ 12㎥ 15㎥ 15.3㎥ 20㎥

1-Piece Extended 1-Piece ← ← ← ← ← Extended

Front 2.3 ← ← 3.0 ← 4.5 ← 4.0 ←

Side 2.3 ← ← 3.0 4.0 4.5 ← 4.0 ←

Rear 2.3 ← ← 3.0 ← 4.5 ← 4.0 ←

Floor 3.2 ← 4.5 4.0 ← 4.5 ← 5.0 ←

SS400 ← ← SM50A ← SS400 ← SM50A ATOS60

Garwood ← Marrel Heil Marrel ← ← Telescopic ←

130 x 362 ← 140 x 482 187 x 590 190 x 962 ← ← 163 x 476 ←

52o ← 53o 50o 53o ← ← 53.5o ←

3.9m ← 4.2m 4.8m 5.6m ← ← 7.6m ←

Dump

Max. Height

PTO Transmission PTO

Standard Specification (Construction)

Model

W/B (mm)

Body

(mm)

L

W

H

Volume

6 x 4 8 x 4

Overall

(mm)

L

H

HD65 HD270 HD370

Drive system 4 x 2

W

Cab type

(Width/Length)

 Short ← ←

Wide/STD ← ←

Dump

Deck Type

Thickness

(mm)

Meterial

Dumping Type

Cylinder(mm)

( Bore x Stroke)

Dumping Angle


